


MATERIALS
Insulation : Nylon
Terminal body : Copper
Plating : Tin

1
CABLE TERMINAL ENDS

Item No. F (mm) L (mm) W (mm) D (mm) C (mm) Cable Size (mm  ) Insulating Tube Colour

KS - E0508 8 14 2.6 1.3

1.3

1 0.5 White

KS - E0510 10 16 2.6 1 0.5 White

KS - E7508 8 14.4 2.8 1.5 1.2 0.75 Grey

KS - E7510 10 16.4 2.8 1.5 1.2 0.75 Grey

KS - E1008 8 14.4 3 1.7 1.4 1 Red/Black

KS - E1010 10 16.4 3 1.7 1.4 1 Red/Black

KS - E1508 8 14.4 3.5 2 1.7 1.5 Red/Black

KS - E1510 10 16.4 3.5 1.3 1.7 1.5 Red/Black

KS - E2508 8 15.2 4 2.6 2.3 2.5 Blue

KS - E2510 10 17.2 4 2.6 2.3 2.5 Blue

KS - E4009 9 16.5 4.4 3.2 2.8 4 Grey/Orange

KS - E4012 12 19.5 4.4 3.2 2.8 4 Grey/Orange

KS - E6010 10 18.5 6.3 3.9 3.5 6 Green/Yellow

KS - E6012 12 20.5 6.3 3.9 3.5 6 Green/Yellow

KS - E10-12 12 22.5 7.6 4.9 4.5 10 Red

KS - E16-12 12 23.5 8.8 6.2 5.8 16 Black

KS - E25-22 22 34.5 11.2 7.9 7.5 2.5 Yellow

KS - E35-25 25 39.5 12.7 8.7 8.3 35 Brown

KS - E50-25 25 41 15.3 10.9 10.3 50 Brown
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INSULATED CORD END TERMINALS
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MATERIALS

Insulation : Nylon

Terminal body : Copper

Plating : Tin

CABLE TERMINAL ENDS

INSULATED TWIN CORD END TERMINALS
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MATERIALS

Insulation : Nylon

Terminal body : Copper

Plating : Tin

Grey

Blue

Grey

Grey

Grey

Black

Item No. F (mm) L (mm) W (mm) B (mm) D (mm) C (mm) Cable Size (mm  ) Insulating Tube Colour

KS - TE0508 8 14.5 5 6.5 1.8 1.5 2x0.5 White

KS - TE7508 8 14.7 5.5 6.7 2.1 1.8 2x0.75 Grey

KS - TE1008 8 15.1 5.5 7.1 2.3 2 2x1.0 Red

KS - TE1508 8 15.5 6.4 7.5 2.6 2.3 2x1.5 Black

KS - TE2510 10 18.5 8 8.5 3.3 2.9 2x2.5 Blue

KS - TE4012 12 23.1 8.8 11.1 4.2 3.8 2x4 Grey

KS - TE6014 14 26.1 9.5 12.1 5.3 4.9 2x6 Grey

KS - TE10-14 14 26.6 12.6 12.6 6.9 6.5 2x10 Grey

KS - TE16-14 14 31.3 19 17.3 8.7 8.3 2x16 Black
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NYLON CABLE GLANDS

PG THREAD CABLE GLANDS

Material : Nylon(PA)

Sealing Element :NBR

Protection Level : IP68

Ambient temperature : static -40  C- 100  C, short 120  C

                                                
dynamic - 20  C-80  C, short 120  C

Colour : White Grey Black
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Code Model Thread Cable Range GL (mm) H (mm) Spanner Size A & E (mm)

KS 7 PG 7 3 ~ 6.5 8 21 15

KS 9 PG 9 4 ~ 8 8 22 19

KS 11 PG 11 5 ~ 10 8 25 22

KS 13.5 PG 13.5 6 ~ 12 9 27 24

KS 16 PG 16 10 ~ 14 10 28 27

KS 18 PG 18 14 ~ 16 11 29 27

KS 21 PG 21 13 ~ 18 11 31 33

KS 25 PG 25 14 ~ 21 12 32 36

KS 27 PG 27 15 ~ 23 12 33 38

KS 29 PG 29 18 ~ 25 11 39 42

KS 36 PG 36 22 ~ 32 13 48 53

KS 42 PG 42 31 ~ 38 13 48 60

KS 48 PG 48 37 ~ 44 14 49 65

KS 63 PG 63 40 ~ 50 29 95 75



NYLON CABLE GLANDS

M THREAD CABLE GLANDS

MG THREAD CABLE GLANDS

Material : Nylon(PA)

Sealing Element :NBR

Protection Level : IP68

Ambient temperature : static -40  C- 100  C, short 120  C

                                                
dynamic - 20  C-80  C, short 120  C

Colour : White Grey Black

Material : Nylon PA66 (fire rating UL94V-2)

Sealing Element :NBR

Protection Level : IP68

Ambient temperature : static -40  C- 100  C, short 120  C

                                                
dynamic - 20  C-80  C, short 120  C

Colour : White Grey Black
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Code Model Thread Cable Range GL (mm) H (mm)
Spanner Size A&E 

(mm)

KS - M12 M 12x1.5 3~6.5 8 21 15

KS - M16 M 16x1.5 4~8 8 22 19

KS - M20 M 20x1.5 6~12 9 27 24

KS - M25 M 25x1.5 12~16 11 29 27

KS - M32 M 32x1.5 15~23 12 33 38

KS - M40 M 40x1.5 22~32 18 45 46

KS - M50 M 50x1.5 32~38 18 47 56

KS - M63 M 63x1.5 37~44 20 47 68

Code Model Thread Cable Range GL (mm)
Spanner Size A&E 

(mm)

KS - MG20 MG 20x1.5 14~8.5 15 27/27

KS - MG25 MG 25x1.5 18~12.5 15 33/33

KS - MG32 MG 32x1.5 25~18 15 41/41

KS - MG40 MG 40x1.5 32.5~24 15 50/50

KS - MG50 MG 50x1.5 41~30 20 62/62

KS - MG63 MG 63x1.5 54~40 20 75/75

Thread Specification : Metric Teeth



INDUSTRIAL PLUG

INDUSTRIAL PLUG & SOCKET

Application Code Normal current Normal voltage No. poles Protection degree a b
Cable nominal 
cross section 

area 

Plug KS - 012 16A 220 - 250 V 2P+E IP44 40 96 1 - 2.5 mm

Size (mm) / 
Cable nominal 

Size (mm) / 
Type [1]

a b
Cable nominal 
cross section 

area 

KS - 012 40 96 1 - 2.5 mm  [2]
2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Plug KS - 013 16A 6h 220-250V~ 2P+E IP44

Plug KS - 023 32A 6h 220-250V~ 2P+E IP44

Size (mm)/Type a b c
Cable nominal 

cross section area 

KS - 013 59 51 122 6 1-2.5mm

KS - 023 75 64 136 8 2.5-6mm

2

2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Plug KS - 014 16A 6h 380-415V~ 3P+E IP44

Plug KS - 024 32A 6h 380-415V~ 3P+E IP44

Size (mm)/Type a b c
Cable nominal 

cross section area 

KS - 014 65 55 122 6 1-2.5mm

KS - 024 75 64 136 8 2.5-6mm2

2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Plug KS - 015 16A 6h
220-380V~/240-

415V~
3P+N+E IP44

Plug KS - 025 32A 6h
220-380V~/240-

415V~
3P+N+E IP44

Size (mm)/Type a b c
Cable nominal 

cross section area 

KS - 015 72 64 130 8 1-2.5mm
2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Plug KS - 033 63A 6h 220-250V~ 2P+E IP67

Plug KS - 043 125A 6h 220-250V~ 2P+E IP67

Size (mm)/Type a b c
Cable nominal 
cross section 

area 

KS - 033/043 108 108 230 16 6-16mm2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Plug KS - 035 63A 6h
220-380V~/240-

415V~
3P+N+E IP67

Plug KS- 045 125A 6h
220-380V~/240-

415V~
3P+N+E IP67

Size (mm)/Type a b c
Cable nominal 
cross section 

area 

KS - 035/045 108 108 230 16 6-16mm
2

3                4              5

2P+E 3P+E 3P+N+E
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INDUSTRIAL PLUG & SOCKET

INDUSTRIAL WALL SOCKET
3                4              5

2P+E 3P+E 3P+N+E

Application Code Normal Current Normal Voltage No. Poles
Protection 

Degree

Socket KS - 112 16A 220-250V~ 2P+E IP44

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 112 70 53 67 1-2.5mm2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Socket KS - 113 16A 6h 220-250V~ 2P+E IP44

Socket KS - 123 32A 6h 220-250V~ 2P+E IP44

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 113 90 71 135 1-2.5mm

KS - 123 100 71 151 2.5-6mm

2

2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Socket KS - 114 16A 6h 380-415V~ 3P+E IP44

Socket KS - 124 32A 6h 380-415V~ 3P+E IP44

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 114 92 71 140 1-2.5mm

KS - 124 102 71 151 2.5-6mm

2

2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Socket KS - 115 16A 6h
220-380V~/240-

415V~
3P+N+E IP44

Socket KS - 125 32A 6h
220-380V~/240-

415V~
3P+N+E IP44

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 115 100 71 131 1-2.5mm

KS - 125 109 71 152 2.5-6mm

2

2



INDUSTRIAL PLUG & SOCKET

INDUSTRIAL STRAIGHT SOCKETS

57

Application Code Normal Current Normal Voltage No. Poles
Protection 

Degree

Coupler KS - 212 16A 220-250V~ 2P+E IP44

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 212 72 48 123 1-2.5mm 2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Coupler KS - 213 16A 6h 220-250V~ 2P+E IP44

Coupler KS - 223 32A 6h 220-250V~ 2P+E IP44

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Coupler KS - 233 63A 6h 220-250V~ 2P+E IP67

Coupler KS - 243 125A 6h 220-250V~ 2P+E IP67

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 233/245 116 108 245 6-16mm 2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Coupler KS - 235 63A 6h
220-380V~/240-

415V~
3P+N+E IP67

Coupler KS - 245 125A 6h
220-380V~/240-

415V~
3P+N+E IP67

Size (mm)/Type a b c
Cable Nominal 
Cross Section 

Area

KS - 235/245 116 108 245 6-16mm 2

Size (mm)/Type a b c Φ
Cable Nominal 
Cross Section 

Area

KS - 213 72 51 132 6 1-2.5mm^2

KS - 223 92 64 146 8 2.5-6mm^2

2

2

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Coupler KS - 214 16A 6h 380-415V~ 3P+E IP44

Coupler KS - 224 32A 6h 380-415V~ 3P+E IP44

Φ

Φ

Size (mm)/Type a b c Φ
Cable Nominal 
Cross Section 

Area

KS - 214 78 55 132 6 1-2.5mm

KS - 224 92 64 146 8 2.5-6mm

2

2

Φ

Φ

Application Code Normal Current
Earth Contact 

Position
Normal Voltage No. Poles

Protection 
Degree

Coupler KS - 215 16A 6h
220-380V-

240-415V- 3P+N+E IP44

Coupler KS - 225 32A 6h
220-380V-

240-415V- 3P+N+E IP44

Φ

Φ

Size (mm)Type a b c Φ
Cable Nominal 
Cross Section 

Area

KS - 215 92 63 139 6 1-2.5mm

KS - 225 101 70 154 8 2.5-6mm

2

2

3                4              5

2P+E 3P+E 3P+N+E



INDUSTRIAL PLUG & SOCKETS

INDUSTRIAL PLUG IP 67
3                4              5

2P+E 3P+E 3P+N+E
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Application Code Normal Current
Earth contact 

Position
Normal Voltage No. poles

Protection 
Degree

Plug KS- 0132 16A 6h 220-250V ~ 2P+E IP67

Plug KS- 0232 32A 6h 220-250V ~ 2P+E IP67

Application Code Normal Current
Earth contact 

Position
Normal Voltage No. poles

Protection 
Degree

Plug KS- 0352 63A 6h
220-380V ~ / 
240-415V ~

3P+N+E IP67

Type/Size (mm) a b c d e
Cable nominal 
cross section 

area

KS- 0152 92 60 8-16 139 95 1-2.5mm

KS-0252 107 70 12-22 170 124 2.5-6mm

2

2

Application Code Normal Current
Earth contact 

Position
Normal Voltage No. poles

Protection 
Degree

Plug KS- 0152 16A 6h
220-380V ~ / 
240-415V ~

3P+N+E IP67

Plug KS-0252 32A 6h
220-380V ~ / 
240-415V ~

3P+N+E IP67

Type/Size (mm) a b c d e
Cable nominal 
cross section 

area

KS- 0132 75.5 47 7-15 139 112 1- 2.5 mm

KS- 0232 99 63 10-20 175 130 2.5- 6 mm

2

2

Type/Size (mm) a b c d e
Cable nominal 
cross section 

area

KS- 0352 116 75 37 251 187 6-16mm 22

2



INDUSTRIAL PLUG & SOCKETS

Application
Code Normal Current

Earth Contact 
Position

Normal Voltage No. of Poles
Protection 

Degree

Socket KS-1132 16A 6h 220-250V~ 2P+E IP67

Socket KS-1232 32A 6h 220-250v~ 2P+E IP67

Application
Code Normal Current

Earth Contact 
Position

Normal Voltage No. of Poles
Protection 

Degree

Socket KS-1152 16A 6h 3P+N+E IP67

Socket KS-1252 32A 6h 3P+N+E IP67

Application
Code Normal Current

Earth Contact 
Position

Normal Voltage No. of Poles
Protection 

Degree

Socket KS-1352 63A 6h 3P+N+E IP67

Type/Size(mm) a b c

Cable nominal 
cross section 

area

KS-1132 95 75 193 1-2.5mm

KS-1232 105 75 203 2.5-6mm

Type/Size(mm) a b c

Cable nominal 
cross section 

area

KS-1152 100 75 185 1-2.5mm

KS-1252 100 75 200 2.5-6mm

Type/Size(mm) a b c

Cable nominal 
cross section 

area

KS-1352 130 105 275 10-16mm

INDUSTRIAL WALL SOCKET IP 67
3                4              5

2P+E 3P+E 3P+N+E
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Applica�on

Applica�on

Applica�on

Applica�on

Coupler
Coupler

Applica�on

Coupler

Coupler

Applica�on

Coupler



Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler KS-2132 16A 6h 220-250V~ 2P+E IP67

Coupler KS-2232 32A 6h 220-250V~ 2P+E IP67

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-2132 79 77 152 1-2.5mm²
KS-2232 102 102 205 2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler KS-2152 16A 6h

220-

380V~

240-

415V~

3P+N+E IP67

Coupler KS-2252 32A 6h

220-

380V~

240-

415V~

3P+N+E IP67

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Applica�on Code Current Posi�on Voltage No.Poles Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-2152 97 90 160 1-2.5mm²
KS-2252 109 103 210 2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2-5.6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler KS-2352 63A 6h

230-

380V~

240-

415V~

3P+N+E IP67

Size (mm)
Type a b C d  Cable nominal

cross sec�on area 
KS-2352 114 117 37 270 1-2.5mm²

INDUSTRIAL PLUG & SOCKET

INDUSTRIAL STRAIGHT SOCKET IP 67

MULTI - FUNCTION PLUG & SOCKET CONNECTOR

Code Normal current Earth Contact Pos�on Normal Voltage No-Poles Protec�on Degree 

KS-1013 16A 6h 220-240v- 2P+E IP44

KS-1023 32A 6h 220-240v- 2P+E IP44

Size(mm)
a               b    
223          220
318          305

Code Normal current Earth Contact Pos�on Normal Voltage No-Poles Protec�on Degree 

6h
6h

Code Normal Current Earth Contact Pos�on Normal Voltge No.Poles Protec�on Degree 

KS-1015 16A 6h 220-380V~

240-415V~
3P+N+E IP44

Size(mm)
a               b    
223          220
318          305

Size (mm)

a         b

305       295
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INDUSTRIAL PLUG & SOCKET

ANGULAR PLUG & SOCKET

3RD GENERATION INDUSTRIAL PLUG

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket KS-413 16A 6h 220-250V~ 2P+E IP44

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)  Cable nominal

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-413 74 72 45 1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket KS-425 32A 6h 220-380V~

240-415V~
3P+N+E IP-44

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket KS-425 32A 6h 220-380V~

240-415V~
3P+N+E IP-44

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-425 102 95 51 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug KS-013X 16A 6h 220-250v- 2P+E IP44

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug KS-013X 16A 6h 220-250v- 2P+E IP44

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug KS-013X 16A 6h 220-250v- 2P+E IP44

Plug KS-023X 32A 6h 220-250v- 2P+E IP44

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type a b C d e  Cable nominal

cross sec�on area 
KS-013X 58 47 7-15 135 104 1-2.5mm²
KS-023X 80.7 63 10-20 171 130 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

KS-023X 80.7 63 10-20 171 130 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug KS-015X 16A 6h 230-380V~

240-415V~
3P+N+E IP44

Plug KS-025X 32A 6h 230-380V~

240-415V~
3P+N+E IP44

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

KS-023X 80.7 63 10-20 171 130 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug KS-015X 16A 6h 230-380V~

240-415V~
3P+N+E IP44

Plug KS-025X 32A 6h 230-380V~

240-415V~
3P+N+E IP44

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug KS-015X 16A 6h 230-380V~

240-415V~
3P+N+E IP44

Plug KS-025X 32A 6h 230-380V~

240-415V~
3P+N+E IP44

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Plug 6h
Plug 6h

Size (mm)
Type d e  Cable nominal

cross sec�on area 
1-2.5mm²

80.7 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Plug 6h

Plug 6h

Size (mm)
Type a b C d e  Cable nominal

cross sec�on area 
KS-015X 75 60 8-16 145 112 1-2.5mm²
KS-025X 89 70 12-22 178 132 2.5-6mm²
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INDUSTRIAL PLUG & SOCKET

3RD GENERATION INDUSTRIAL STRAIGHT SOCKET

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler KS-213X 16A 6h 220-250V~ 2P+E IP44

Coupler KS-223X 32A 6h 220-250V~ 2P+E IP44

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-213X 83 60 155 1-2.5mm²
KS-223X 102 82.5 195 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler KS-215X 16A 6h 220-380V~

240-415V~
3P+N+E IP-44

Coupler KS-225X 32A 6h 220-380V~

240-415V~
3P+N+E IP-44

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Socket KS-115X 16A 6h 220-380V~

240-415V~
3P+N+E IP-44

Socket KS-125X 32A 6h 220-380V~

240-415V~
3P+N+E IP-44

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-215X 100 76 160 1-2.5mm²
KS-225X 110 90 200 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket KS-113X 16A 6h 220-250v- 2P+E IP44

Socket KS-123X 32A 6h 220-250v- 2P+E IP44

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-113X 104 80 181 1-2.5mm²
KS-123X 114 80 192 2.5-6mm²

3RD GENERATION INDUSTRIAL WALL SOCKET

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Coupler 6h
Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
82.5 2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree

Coupler 6h

Coupler 6h

Size (mm)
Type

 Cable nominal
cross sec�on area 

1-2.5mm²
2.5-6mm²

Applica�on Code Normal 
Current

Earth Contact
Posi�on

Normal 
Voltage No.Poles Protec�on

Degree
Socket 6h
Socket 6h

Size (mm)
Type a b C

 Cable nominal
cross sec�on area 

KS-113X 104 80 181 1-2.5mm²
KS-123X 114 80 192 2.5-6mm²
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JUNCTION BOX

IP65 - ABS JUNCTION BOX

IP67 - POLYCARBONATE JUNCTION BOX

WITHOUT TERMINAL

WITH TERMINAL

   Model                                             Specifica�on
  KS - JB 100                        ABS Junc�on Box  - 100 x 100 x 70 
  KS - JB 150110                 ABS Junc�on Box  - 150 x 100 x 70 
  KS - JB 150                        ABS Junc�on Box  - 150 x 150 x 70 
  KS - JB 200                        ABS Junc�on Box  - 200 x 155 x 80 
  KS - JB 255                        ABS Junc�on Box  - 255 x 200 x 80 
  KS - JB 300                        ABS Junc�on Box  - 300 x 250 x 120 
  KS - JB 400                        ABS Junc�on Box  - 400 x 350 x 120

   Model                                 Specifica�on
  KS - JB 9020Z                 Polycarbonate Junc�on Box - 88 x 88 x 53 
  KS - JB 9040Z                 Polycarbonate Junc�on Box - 98 x 98 x 61 
  KS - JB 9060Z                 Polycarbonate Junc�on Box - 139 x 119 x 70 
  KS - JB 9100Z                 Polycarbonate Junc�on Box - 167 x 125 x 82 
  KS - JB 9250Z                 Polycarbonate Junc�on Box - 200 x 160 x 98 

   Model                                 Specifica�on
  KS - JB 9025Z                PC Junc�on Box with Terminal - 88 x 88 x 53 
  KS - JB 9045Z                PC Junc�on Box with Terminal - 98 x 98 x 61 
  KS - JB 9065Z                PC Junc�on Box with Terminal - 139 x 119 x 70 
  KS - JB 9105Z                PC Junc�on Box with Terminal - 167 x 125 x 82 
  KS - JB 9255Z                PC Junc�on Box with Terminal - 200 x 160 x 98 

   Model                                             Specifica�on
  KS - JB 100                        ABS Junc�on Box  - 100 x 100 x 70 
  KS - JB 150110                 ABS Junc�on Box  - 150 x 100 x 70 
  KS - JB 150                        ABS Junc�on Box  - 150 x 150 x 70 
  KS - JB 200                        ABS Junc�on Box  - 200 x 155 x 80 
  KS - JB 255                        ABS Junc�on Box  - 255 x 200 x 80 
  KS - JB 300                        ABS Junc�on Box  - 300 x 250 x 120 
  KS - JB 400                        ABS Junc�on Box  - 400 x 350 x 120

WITHOUT TERMINAL

   Model                                 Specifica�on
  KS - JB 9020Z                 Polycarbonate Junc�on Box - 88 x 88 x 53 
  KS - JB 9040Z                 Polycarbonate Junc�on Box - 98 x 98 x 61 
  KS - JB 9060Z                 Polycarbonate Junc�on Box - 139 x 119 x 70 
  KS - JB 9100Z                 Polycarbonate Junc�on Box - 167 x 125 x 82 
  KS - JB 9250Z                 Polycarbonate Junc�on Box - 200 x 160 x 98 

   Model                                 Specifica�on
  KS - JB 9025Z                PC Junc�on Box with Terminal - 88 x 88 x 53 
  KS - JB 9045Z                PC Junc�on Box with Terminal - 98 x 98 x 61 
  KS - JB 9065Z                PC Junc�on Box with Terminal - 139 x 119 x 70 
  KS - JB 9105Z                PC Junc�on Box with Terminal - 167 x 125 x 82 
  KS - JB 9255Z                PC Junc�on Box with Terminal - 200 x 160 x 98 

   Model                                             Specifica�on
  KS - JB 100                        ABS Junc�on Box  - 100 x 100 x 70 
  KS - JB 150110                 ABS Junc�on Box  - 150 x 100 x 70 
  KS - JB 150                        ABS Junc�on Box  - 150 x 150 x 70 
  KS - JB 200                        ABS Junc�on Box  - 200 x 155 x 80 
  KS - JB 255                        ABS Junc�on Box  - 255 x 200 x 80 
  KS - JB 300                        ABS Junc�on Box  - 300 x 250 x 120 
  KS - JB 400                        ABS Junc�on Box  - 400 x 350 x 120

   Model                                 Specifica�on
  KS - JB 9020Z                 Polycarbonate Junc�on Box - 88 x 88 x 53 
  KS - JB 9040Z                 Polycarbonate Junc�on Box - 98 x 98 x 61 
  KS - JB 9060Z                 Polycarbonate Junc�on Box - 139 x 119 x 70 
  KS - JB 9100Z                 Polycarbonate Junc�on Box - 167 x 125 x 82 
  KS - JB 9250Z                 Polycarbonate Junc�on Box - 200 x 160 x 98 

WITH TERMINAL

   Model                                 Specifica�on
  KS - JB 9025Z                PC Junc�on Box with Terminal - 88 x 88 x 53 
  KS - JB 9045Z                PC Junc�on Box with Terminal - 98 x 98 x 61 
  KS - JB 9065Z                PC Junc�on Box with Terminal - 139 x 119 x 70 
  KS - JB 9105Z                PC Junc�on Box with Terminal - 167 x 125 x 82 
  KS - JB 9255Z                PC Junc�on Box with Terminal - 200 x 160 x 98 
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Model Specification 

KS-56CB4N 4 Way Mcb Box With Indicator

KS-56CB8N 8 Way Mcb Box With Indicator

KS-56CB4N A 4 Way Mcb Box With Indicator and 15A 3 Pin Socket 

KS-56CB8N A 8 Way Mcb Box With Indicator and 32A 5 Pin Socket

Panel is the ABS material for the engineering, high

strenght, never change color, the transparent material is PC.

Face covering of the distribution box adopts the 

push-type opening and closing mode, the face 

mask can be opened bu pressing lightly, the self locking 

positioning hinge structure is provided when opening.

The guide rail support plate can be lifted to the highest 

moveable point, it is no longer limited by the narrow 

space when installing the wire.  To install easily, the 

switch of the distribution box is set up with the wire groove 

and wire pipe exit-holes,  which are easy to use for a 

variety of wire grooves and wire pipes.

DISTRIBUTION BOX

HT SERIES - DISTRIBUTION BOX

Cover push - type opening and closing

56CB SERIES MCB BOX

Model 
Dimension 

L(mm) W(mm) H(mm)

KS-HT-2P 57 124 70

KS-HT-5P 119 159 90

KS-HT-11P 255 198 108

KS-HT-18P 363 198 108

KS-HT-24P 363 280 108

Wiring design of the power distribution box
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Coupler 6hCode Normal Current Earth Contact Pos�on Normal Voltge No.Poles Protec�on Degree Size (mm)

- Self-adjusts to the desired ferrule size

- Ferrule insertion on the side of the tool

- Multiple crimp profies

-  Burnished or chrome finish

- Specially hardened spring steel

- Ferrule insertion on the side of the tool

- Self-adjustiong adaptation to the desired end sleeve(ferrule) size,

- No wrong crimps caused by using the wrong die

- Fits all ferrules with the application range

- Chrome vanadium electric steel in special quality, oil hardened

KS-HS-06WF KS-HS-16WF

KS-HSC8 6-6

KS-HSC8 6-4

CRIMPING TOOLS - INSULATED TERMINAL

2
Specification KS-HSC8 6-4

Crimping Capacity 0.25-6.0mm

AWG 23-10AWG

Length 175mm

Weight 0.36Kg

Specification KS-HSC8 6-6

Crimping Capacity 0.25-6.0mm

AWG 23-10AWG

Length 175mm

Weight 0.36Kg

Specification KS-HS-06WF

Crimping Capacity 0.25-6.0mm

AWG 24-10AWG

Length 203mm

Weight 0.4Kg

Specification KS-HS-16WF

Crimping Capacity 6.0-16.0mm

AWG 10-6AWG

Length 203mm

Weight 0.4Kg

2

2

2 2
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30 CRIMPING TOOLS - INSULATED TERMINAL

KS-HS-16

KS-HS-25

KS-HS-38

Releasing device ensure safe operation

Specification KS-HS-16

Crimping Capacity   1.25-16 mm

AWG 17-5 AWG

Length 270mm

Weight 0.55Kg

Specification KS-HS-25

Crimping Capacity    5.05-25 mm 

AWG  AWG

Length 354 mm

Weight 0.85Kg

Specification KS-HS-38

Crimping Capacity   5.5-38 mm

AWG 10-2 AWG

Length 356mm

Weight 0.85Kg

2

2

2
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CRIMPIMG TOOLS - FOR CABLE LUGS 

Adjustable Handles

- The crimping tool is used for non-welding and standard electrical connection.

- The mould of the crimping dies in made of SM-40 hardest tool steel. 

     It’s with the characteristics of long life, accurate bore diameter and 

     good crimping effect.

Crimping Capacity

Item No. Range of Application  mm AWG Length (mm) Weight (kg)

KS-HX-50B BS Standard Type Terminals 6-50 10-1 390 1.3kg

KS-HX-120B BS Standard Type Terminals 10-120 8-4/0 620 4.0kg

KS-HX-150B BS Standard Type Terminals 25-150 4-300MCM 620 4.0kg

KS-HX-245B BS Standard Type Terminals 70-240 2/0 980 5.6kg

2
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32 CRIMPIMG TOOLS - FOR CABLE LUGS 

KS-FYQ-400

KS-YQK300
- It’s applied to overhead distribution and press connection for copper terminals and 

sleeve of underground cable.

- Hexagonal mould is adopted to ensure tight press connection,

good electric conduction and non-easy shedding.

Range of application    10 - 185mm (AI Terminal)

16 - 300mm (Cu Terminal)

Crimping force 8ton

Stroke 16mm

Standard
16,25,35,50,70,95,120,150,185,240

,300mm

Weight 6.4Kg

Packaging size 755x130x230mm

Package Plastic case

Range of application 50 - 400mm

Crimping force 16ton

Stroke 20mm

Standard
50,70,95,120,150,185,240,300,400

mm

Weight 9Kg

Packaging size 355x90x155mm

Package Steel case

2

2

2

2

2

2
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33 HEAVY DUTY CONNECTOR

SPECIFICATIONS

Model: KS-HE-06-64

Current: 16A

Voltage: 500V

Connector Pin Number: 6,10,16,24,32,48,63

Connect a Pin Material: Copper

Surface Treatment: Silver Plating

Contact Resistance: 1m or ^ 

Wiring Form: Screw Link

Wire Specification: 0.5~4mm  

Screw Torque: 0.5 NM

Wire Stripping Length: 7-9mm

Plug Number: 500 or higher

Working Temperature: -40 C to +125 C

Shell Materials: Die casting aluminum alloy

Color: Grey

Chain Mode: metal roller, double buckle

The Shell Surface: High temperature power 
coating

The Original Seal: nitrile rubber

Protection Grade: IP65

Ω

2
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     HEAVY DUTY CONNECTOR

BOTTOM OPEN TYPE

Model Specification

KS - HE004 4 Pin Rectangle Metal Plug & Socket

KS - HE006 Side Open 6 Pin Metal Plug & Socket Bottom Open

KS - HE010 Side Open 10 Pin Metal Plug & Socket Bottom Open

KS - HE016 Side Open 16 Pin Metal Plug & Socket Bottom Open

KS - HE024 Side Open 24 Pin Metal Plug & Socket Bottom Open 

KS - HE032 Side Open 32 Pin Metal Plug & Socket Bottom Open 

KS - HE048 Side Open 48 Pin Metal Plug & Socket Bottom Open 

KS - HE064 Side Open 64 Pin Metal Plug & Socket Bottom Open 

20



     HEAVY DUTY CONNECTOR

BOTTOM CLOSED TYPE

Model Specification

KS - HE006 Side Closed 6 Pin Metal Plug & Socket Bottom Closed

KS - HE010 Side Closed 10 Pin Metal Plug & Socket Bottom Closed

KS - HE016 Side Closed 16 Pin Metal Plug & Socket Bottom Closed

KS - HE024 Side Closed 24 Pin Metal Plug & Socket Bottom Closed

KS - HE032 Side Closed 32 Pin Metal Plug & Socket Bottom Closed

KS - HE048 Side Closed 48 Pin Metal Plug & Socket Bottom Closed
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     PANEL COOLING FANS

Model Voltage (V) Current (A) Power (W) Air Volume (CFM) Speed (RPM) Noise Level (dB)

KS-DC-8025 12 0.18 2.16 38.6 3000 32

KS-Dc-8025 24 0.08 1.92 38.6 3000 32

KS-AC-8025 110 0.13/0.11 12/11 15/18 2400/2500 28/28.5

KS-AC-8025 220 0.09/0.08 14/13 15/18 235/2500 27/28

KS-DC-9025 12 0.2 2.4 50 3000 32.2

KS-DC-9025 24 0.12 2.88 45 2500 31.5

KS-AC-9025 220 0.08/0.07 16/15 28/34 2300/2500 27/26

KS-DC-12038 12 0.34 4.08 90 2500 36.5

KS-DC-12038 24 0.2 4.8 85 2300 35

KS-DC12038 48 0.18 8.64 90 2500 36.5

KS-AC-12038 110 0.24/0.23 22/21 90/100 2600/3000 42/44

KS-AC-12038 220 0.14/0.13 22/21 90/100 2600/3000 42/44

KS-AC-12038BB 220 0.14/0.13 22/21 90/100 2600/3000 42/44

KS-DC-172150 24 0.65 15.6 160 2400 47.2

KS-AC-172150 110 0.47/0.46 37/35 150/170 2400/2800 47/47.5

KS-AC-172150 220 0.23/0.22 35/33 150/170 2400/2800 46/47

KS-AC-172150BB 220 0.23/0.22 35/33 150/170 2400/2800 46/47

KS-AC-172172 110 0.65/0.63 55/54 150 2200/2500 65

KS-AC-172172 220 0.30/0.29 55/54 150 2200/2500 65

KS-AC-172172BB 220 0.30/0.29 55/54 150 2200/2500 65

KS-AC-22060 R 220 0.31/0.30 56/54 180/178 2000/2050 41/42

KS-AC-22060 S 220 0.31/0.30 56/54 180/178 2000/2050 41/42

FEATURES:

Technical Specifications

Each of the fans has flange protected motor for driving, a tubular frame and plastic PBT impeller. They have

some superior features such as large air volume ,small size, low powerconsumption, high efficiency and long

life, etc. They have specially used in Electrical Panels, Computer Systems, Office Automations products, Medical

Instruments, Weiding Machines and Automatic Appliances on the ground for air cooling and venting.

Model Voltage (V) Current (A) Power (W) Air Volume (CFM) Speed (RPM) Noise Level (dB)

KS-DC-8025 12 0.18 2.16 38.6 3000 32

KS-Dc-8025 24 0.08 1.92 38.6 3000 32

KS-AC-8025 110 0.13/0.11 12/11 15/18 2400/2500 28/28.5

KS-AC-8025 220 0.09/0.08 14/13 15/18 235/2500 27/28

KS-DC-9025 12 0.2 2.4 50 3000 32.2

KS-DC-9025 24 0.12 2.88 45 2500 31.5

KS-AC-9025 220 0.08/0.07 16/15 28/34 2300/2500 27/26

KS-DC-12038 12 0.34 4.08 90 2500 36.5

KS-DC-12038 24 0.2 4.8 85 2300 35

KS-DC12038 48 0.18 8.64 90 2500 36.5

KS-AC-12038 110 0.24/0.23 22/21 90/100 2600/3000 42/44

KS-AC-12038 220 0.14/0.13 22/21 90/100 2600/3000 42/44

KS-AC-12038BB 220 0.14/0.13 22/21 90/100 2600/3000 42/44

KS-DC-172150 24 0.65 15.6 160 2400 47.2

KS-AC-172150 110 0.47/0.46 37/35 150/170 2400/2800 47/47.5

KS-AC-172150 220 0.23/0.22 35/33 150/170 2400/2800 46/47

KS-AC-172150BB 220 0.23/0.22 35/33 150/170 2400/2800 46/47

KS-AC-172172 110 0.65/0.63 55/54 150 2200/2500 65

KS-AC-172172 220 0.30/0.29 55/54 150 2200/2500 65

KS-AC-172172BB 220 0.30/0.29 55/54 150 2200/2500 65

KS-AC-22060 R 220 0.31/0.30 56/54 180/178 2000/2050 41/42

KS-AC-22060 S 220 0.31/0.30 56/54 180/178 2000/2050 41/42

C
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     PANEL COOLING FANS
23

KS 9025

KS 12038

KS 172150

KS 172172

KS 22060



     PENDANT CONTROL STATION

IP67 XAC Series

Control Stations Description Contact blocks & Scheme

per direction for “emergency stop”
Type

2 Mechanically

 interlocked

+ 1 trigger action latching

“Emergency stop”

O 30 mm operator 

4 Mechanically

 interlocked

between pairs

+ 1 trigger action latching

“Emergency stop”

O 40 mm operator 

KS - XAC - 2713

KS - XAC - 4713

DIMENSIONS

Shock Resistance 100 g conforming to IEC68-2-27

Electric Shock Protection Class || conforming to IEC 536 and NF C 20-030

Degree of protection Op. cycles IP 65 conforming to IEC539, IP657 conforming to NF C20-010

Mechanical Durability 1 million

Enclosure                        A Double insulated polypropylene, coloured yellow throughout

Thermal Current(ith)        V 10

Rated impulse withstand voltage (Ulimp) kV 6 conforming to IEC947-1

Positive Operation
Mushroom head pudhbutton: N/C contact with positive opening operation to 
IEC947-51 Section 3

Contact operation N/C of N/O slow break

Terminal Referencing Conforming to EN 50013

Short- circuit protection 10A cartridge fuse type gG(gl)

Cabling mm2
Screw and captive cable clamp terminals. Capacity: min 1*0.5,max.,with or 
without cable end: 2*1.5 or 1*2.5mm 2.6.3 mm

Mumber of ways 2 3 4 6 8 12

b 314 314 440 500 560 680

b1 190 190 250 310 370 490

c 80 80 80 80 80 92

1. For 2 and 3 -way XAC-A stations

2. For 4 of 8 -way XAC-A stations

3. With mushroom head operator

24



PENDANT CONTROL STATION

COB SERIES

25

Up/Rise Down/Drop Quick up Quick down Left/East Right/West Front/south Back/North



     PENDANT CONTROL STATION

IP67 XAC Series

Control Stations Description Contact blocks & Scheme

per direction for “emergency stop”
Type

6 Mechanically

 interlocked

+ 1 trigger action latching

“Emergency stop”

O 40 mm operator 

6 Mechanically

 interlocked

+ 1 trigger action latching

“Emergency stop”

O 40 mm operator 

KS - XAC - 6713

KS - XAC - 8713

KS - TY - 32 Way, Push Button

Control Station

with Emergency Stop

26



FLOAT SWITCH

FILLING

EMPTYING

External Dimension Curve

27

INSTALLATION OF COUNTERWEIGHT

1. I n s e r t   t h e   c a b l e  i n  t h e

counterweight.   From  the conical

part and rotate it, thus causing the

plastic ring inserted in the opening 

to become detatched (if necessary 

this operation can be facilitated with 

the use of a screwdriver). The ring

should be then positioned in the

point where it is desired to block the

counterweight.

2. Force the counterweight on the ring

be rotating it, using a slight pressure.

Model No. Description Technical Parameters

KS - FLS01                     Float Switch 2m              Microswitch                        : 10 (8) 250V  10 (4) A 380V 

                                                                                                                   Switch currency                : 50000C according VDE special 

                                                                                                                                                                    standard to test the operation switch

KS - FLS03                     Float Switch 3m              Protective connection    :      T 70U 

                                                                                                                   Protection                          : Waterproof 

KS - FLS05                     Float Switch 5m              Max. temperature             : 70 Max. 

                                                                                                                   Working pressure             : Max.lbay

KS - FLS09                     Float Switch 10m              Limit Circuitbreaking 

                                                                                                                   capacity                               : 250V 1KW DC Voltage 

~
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MICRO SWITCH
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BASIC MICRO SWITCH

KS - XV -15-1C25- Micro Switch Basic Point (NO+NC)

KS - XV -152-1C25- Micro Switch Basic Small Patti (NO+NC)

KS - XV -155-1C25- Micro Switch Basic Patti Roller (NO+NC)

KS - DS -438- Micro Switch Basic Electronic Push Button RED

KS - XV -151-1C25- Micro Switch Basic Patti (NO+NC)

KS - XV -153-1C25- Micro Switch Basic Long Patti (NO+NC)

KS - XV -156-1C25- Micro Switch Basic Long Patti Roller (NO+NC)

Model KS - XV - 15 -1B5 KS - XSS - 5 KS - XSS - 5GL KS - XSS - 5GL2 KS - DS - 438

OF (Max.) 200g(1.96N) 160g(1.57N) 70g(0.7N) 90g(0.9N) 200g(1.96N)

RF (Min.) 50g(0.49N) 25g(0.25N) 10g(0.1N) 14g(0.14N) 50g(0.49N)

PT (Max.) 1.2mm 0.6mm 2.2mm 1.6mm 1.2mm

OT (Min.) 0.6mm 0.5mm 0.5mm 0.8mm 0.6mm

MD (Max.) 0.3mm 0.3mm 0.5mm 0.5mm 0.5mm

OP (mm) 14.7  0.5mm 8.4  0.5mm 8.8  0.6mm 15.2  0.5mm 21.3  0.4mm

Model 
KS - XV - 15 - 

1C25
KS - XV - 151 - 

1C25
KS - XV - 152 - 

1C25
KS - XV - 153 - 

1C25
KS - XV - 155 - 

1C25
KS - XV - 156 - 

1C25

OF (Max.) 2.4N 2.4N 1.23N 0.69N 2.7N 1.23N

RF (Min.) 0.49N 0.49N 0.14N 0.06N 0.49N 0.14N

PT (Max.) 1.2mm 1.6mm 4.0mm 9.0mm 1.5mm 4.0mm

OT (Min.) 1.0mm 0.8mm 1.6mm 2.0mm 0.8mm 1.6mm

MD (Max.) 0.4mm 0.6mm 1.5mm 2.8mm 0.6mm 1.5mm

OP (mm) 14.7  0.4mm 15.2  0.5mm 15.2  1.2mm 15.2  3mm 20.7  0.6mm 20.7  1.2mm

+_ +_ +_ +_ +_

+_ +_ +_ +_ +_ +_



LIMIT SWITCH
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LIMIT SWITCH
KS - XZ-8104 - Limit Switch Side Rotary Lever

KS - XZ-8108 - Limit Switch Adjustable Lever with Roller

KS - XZ-8112 - Limit Switch Top Roller Vertical

KS - XZ-8166 - Limit Switch Flexible Rod Type

KS - XZ-8168 - Limit Switch Flexible Rod Type

KS - XZ-8107 - Limit Switch Side Rotary with Rod

KS - XZ-8111 - Limit Switch Vertical Push Rod

KS - XZ-8122 - Limit Switch Top Roller Horizontal

KS - XZ-8167 - Limit Switch Flexible Rod Type

KS - XZ-8169 - Limit Switch Flexible Rod Type



LIMIT SWITCH
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LIMIT SWITCH

KS - WLD - Limit Switch Top Push Rod KS - WLD2 - Limit Switch Top Plunger Roller

KS - WLCA12 - Limit Switch Adjustable Lever with Roller

KS - WLNJ - Limit Switch Flexible Rod Type

KS - WLCA2 - Limit Switch and Side Rotary Lever

KS - WLCA32 - Limit Switch Fork Lever with Roller

Model KS - WLD KS - WLD2 KS - WLCA2 KS - WLCA12 KS - WLCA32 KS - WLNJ

OF (Max.) 2720g 2720g 1360g 1360g 1200g 150g

RF (Min.) 910g 910g 227g 227g - -

PT (Max.) 1.7mm 1.7mm 20° 20° 55° 28mm

OT (Min.) 6.4mm 5.6mm 30° 30° 35° -

MD (Max.) 1mm 1mm 12° 12° - -

TF (Max.) - - 2720g 2720g - -

TT (Min.)
OP:34^2.

8mm
6.5^0.8mm 50° 50° OP:90°10° -



INDUSTRIAL MOTOR SIREN
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MINI MOTOR SIREN

 MOTOR SIREN

HEAVY DUTY MOTOR SIREN

Model Voltage Sound Level Body Material

KS - MS190

DC12V

90 - 100dB 
Radius 1 meter

Metal 
DC24V

AC110V

AC220V

KS - MS290

DC12V

95 - 105dB 
Radius 1 meter

Metal (all voltage) 
Plastic (Only in 

220VAC)

DC24V

AC110V

AC220V

Model Voltage Sound Level Body Material

KS - MS390

DC12V

100 - 110dB 
Radius 1 meter

Metal
DC24V

AC110V

AC220V

Model Voltage Sound Level Body Material



RELAY SOCKET
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KS - PF083A - Socket for Relay Model MK2

KS - PF113A - Socket for Relay Model MK3

KS - PYF08A - Socket for Relay Model MY2

KS - PYF11A - Socket for Relay Model MY3

KS - PYF14A - Socket for Relay Model MY4
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Push Button - 22.5mm

   PANEL ACCESSORIES

Spring Return

Push Button Head

N/O

N/C

13

14

21

22

Black

Green

Yellow

Blue

Red

KS-BA21

KS-BA31

KS-BA51

KS-BA61

KS-BA42

Mushroom Head

Push Button

Big Mushroom Head

Push Button

N/O

N/C

N/O

N/C

21

22

13

14

21

22

13

14

KS-BC31

KS-BC42

KS-BR31

KS-BR42

Green

Red

Green

Red

40

40

60

60

Push Button Description Contact Type Circuit Color Type Dimensions

Push Button Description Contact Type Circuit Color Type Dimensions



Push Button - Emergency & Selector

2
   PANEL ACCESSORIES

N/C

N/C

KS-BS542

KS-BS142

2 Position Selector

Switch 

(Spring Return)

N/O

N/O+N/O

N/O

KS-BD21

KS-BD41

KS-BD33

KS-BD53

Red 40

Red 40

21

22

21

22

Emergency

Push Button

Turn to release

Emergency

Push Button

(With Key)

Turn to release

N/O+N/O

N/O+N/O

3 Position Selector

Switch 

(Spring Return)

2/3 Position 

Selector

Switch with Key

KS-BG21

KS-BG33

13

14

111

13

14

1110
23

24

13

14

1110
23

24

13

14

111

13

14

1110
23

24

Push Button Description Contact Type Circuit Color Type Dimensions

Push Button Description Contact Type Circuit Movement Type Dimensions
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Push Button - Twin

   PANEL ACCESSORIES

IP 40 Twin Push 

Button without 

light

N/O

+

N/C

N/O

N/C

N/O+N/C

13

14

21

22

Green
Red

KS-BL8325

N/O

220~240V

N/C

220~240V

Push Button Description Contact Type Circuit Color Type Dimensions

Push Button Description Contact Type Circuit Color Type Dimensions

N/O

+

N/C

IP 40 Twin Push 

Button with

Yellow Pilot Light

Latching

Push Button

21

22

KS-BL8325

X1

X2 X2

X1
Yellow/

White
Green

Red

11 13

22 21

Green
Red

KS-EH135

KS-EH145

KS-BW3371

KS-BW3561

KS-BW3661

KS-BW3472

Illuminated Push Button 

Illuminated

Push Button

with LED
Pure Blue

Green/PG

Yellow

Red

14

13

X2

X1

21

22
X2

X1
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Illuminated Push Button - Selector
36

   PANEL ACCESSORIES

N/O

+

N/C

N/O

+

N/O

2 Position

Illuminated

Selector Switch 

- Stay Put

3 Position

Illuminated

Selector Switch

- Stay Put

X1

X2 X2

X1

X1

X2 X2

X1

Green

Yellow

Blue

Red

Green

Yellow

Blue

Red

Push Button Description Contact Type Circuit Color Type Dimensions

21

22

13

14

10 11

21

22

13

14

10 11

KS-BK2365

KS-BK2565

KS-BK2665

KS-BK2465

KS-BK3365

KS-BK3565

KS-BK3665

KS-BK3465



Push Button - Plastic Series

   PANEL ACCESSORIES

Plastic Body  

Push Button

Spring Return

N/O

N/C

13

14

21

22

Black

Green

Yellow

Blue

Red

KS-EA21

KS-EA31

KS-EA51

KS-EA61

KS-EA42

Push Button Description Contact Type Circuit Color Type Dimensions

Mushroom Head

Plastic Push Button

Spring Return

Mushroom Head

Turn to Release

Plastic Push Button

Spring Return

21

22

N/C Red 40 KS-EC42

21

22

N/C Red 40 KS-EC42

2 Position Selector

Plastic Body
N/O

N/O+N/O

KS-ED21

KS-ED333 Position Selector

Plastic Body

13

14

111

13

14

1110
23

24

Push Button Description Contact Type Circuit Movement Type Dimensions
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Push Button - Harmony Series
38

   PANEL ACCESSORIES

Plastic Body  

Push Button

Spring Return

N/O

N/C

13

14

21

22

Black

Green

Yellow

Blue

Red

KS-AA21

KS-AA31

KS-AA61

KS-AA51

KS-AA42

Push Button Description Contact Type Circuit Color Type Dimensions

Mushroom Head

Plastic Push Button

Spring Return

Mushroom Head

Turn to Release

Plastic Push Button

Spring Return

21

22

N/O Red 40 KS-AS542

21

22

N/C Red 40 KS-AC42

2 Position Selector

Plastic Body
N/O

N/O+N/O

KS-AD21

KS-AD333 Position Selector

Plastic Body

13

14

111

13

14

1110
23

24



PUSH BUTTON - 16mm Series

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS
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NO

NC



PANEL INDICATOR LAMP

22.5mm Normal Series

22.5mm Premium Series

KS

KS

KS

KS

KS

KS

KS

KS

KS

Applicable environment: 

1)   Surrounding temperature: -25°C~+55°C

2)   Relative humidity:     98%

3)   It can normally work under the conditions of 2-80Hz vibration frequency and 0.7g/h 

       accelerated speed

4)   Pollution grade: III; Installed sort: III

5)   It is possible to work in moist tropical environment if there is a “TH” sign

Main technical parameter: 

1)   Voltage of working frequency: 2.5kV(AC valid value), 1 min

2)   Insulated wave allowed:    2M 

3)   Voltage wave allowed by AC indicator    20%

4)   Continual working life:    30000h

5)   Brightness:     60cd/m   

6)   Index of leakage: CT1   100 

7)    Protection grade is IP40, IP67 can be made for specific requirement 

8)   Frequency: AC60-60Hz

<_

>_

>_

>_
>_

+_
Ω
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KSKSKS

PANEL INDICATOR LAMP

22.5mm Normal Series

16mm Normal Series

30mm Normal Series

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS - HJ9 - 1

KS

KS

KS

KS
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PANEL INDICATOR LAMP - METERS

EMPTY BOX

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KS

KSKS

KS

KS

KSKS
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PANEL ACCESSORIES

BS power push button switch is applicable to the motor of the voltage 

up to 500V and the capacity upto 3KV for directly starting run and

 breaking, also the frequently turning on and off  loaded current. 

It's characteristics are accurate on-ff, safe and reliable and high intensity 

of machinery. It is widely used in machine ry tools, textile machinery etc. 

The switch is the best choice of machinery power.

BS Series Push Button Switch

ROCKER SWITCH

KS-KCD2 KS-KCD2

KS-KCD3 KS-KCD2

KS

KS

KS
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